TK100.ALU-WQOQOD ®

Serie Finestre in alluminio/legno
Series Aluminum windows
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ALUMINIUM SYSTEMS

costruttori di finestre dal cuore caldo®



U Termika

ALUMINIUM SYSTEMS

Serie Finestre in alluminio/legno

Series Aluminum windows

Telaio 92 mm - Anta 115 mm
Vetri fino a 58 mm.

ISOLAMENTO TERMICO*
UF - 0.92 W/m2K
UG - 0,5 - Psi 0,036
UW - 0.70 W/m2K

* dati relativi alla versione OPTIMUS
(valori ottenuti su una finestra 1 anta 1230x1480 mm)

Versioni:
PREMIUM
SUPERIOR
EXCELSIOR
OPTIMUS

Frame 92 mm - Door 115 mm
Glasses up to 58 mm.

THERMAL INSULATION*
UF - 0.92 W/m2K
UG - 0,5 - Psi 0,036
UW - 0.70 W/m3K

* data version OPTIMUS
(values obtained on a 1 door window 1230x1480 mm)

Versions:
PREMIUM
SUPERIOR
EXCELSIOR
OPTIMUS

Il connubio tra la forza dell'alluminio all’'esterno ed il calore
del legno allinterno, legato all'eccellente ed innovativa
tecnologia del “Cuore d'Oro di Termika®, fanno della
finestra TK100.Alu-Wood la migliore sinergia per un
eccellente risparmio energetico, garantendo un ottimo
isolamento acustico e durata nel tempo, valorizzando
radicalmente l'eleganza della vostra casa.

The combination of the strength of the aluminium on
the outside and the warmth of wood inside, tied to the
excellent and innovative technology of “Gold Heart” from
Termika®, make the TK100.Alu-Wood window the best
synergy for excellent energy saving, ensuring excellent
sound insulation and durability, radically increasing the

elegance of your home.
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